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Image shown is for illustration purpose and may include some optional features.

MYSTIQUE | Suspended Hood with Base Fireplace
and Vapor-Fire Burner
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VITA ‘ Fireplaces
MYSTIQUE | Suspended Hood with Base Fireplace and Vapor-Fire Burner
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CUSTOM ANCHOR OPTIONS AVAILABLE
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VITA ‘ Fireplaces

MYSTIQUE | Suspended Hood with Base Fireplace and Vapor-Fire Burner
Product Information

Vapor-Fire burner technology

Realistic flame without heat

No chimney venting requirements

Safe to the touch

Fueled by regular tap water (softened/filtered water if required)
120 Volt |5 Amp-GFCI

Main electrical and optional continuous water line to feed
from floor to junction box located inside fireplace base.
All fireplaces factory Flat Black finish

Custom Client finishes are available by request. Sample required.
Dedicated wall switch required for operation

Heat available, most models
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WATER SOURCE OPTIONS

OPTION |: Plumbed-In to main source water line, '/2”
reduced to '/4” factory set connection.

OPTION 2: Removable IL container for manual fill

approx. 8-10 hour burn time.

Recommended: %4” drain line to a 1'2” floor drain OR
condensate pump OR moisture alarm for potential
leak management. (Not mandatory)

Note: Exact measurements may vary +'2”.
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