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VITA ‘ Fireplaces
TEIA | Suspended Fireplace with Vapor-Fire Burner
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Shown with Standard 9 ft. Flat Ceiling Application NOTE: Dedicated wall switch
with Vapor-Fire required for operation.
Custom Lengths & Anchor Options Available
UNLESS OTHERWISE SPECIFIED: NAME DATE MODEL:
AnChor 77 |bs. approx‘ DIMENSIONS ARE IN INCHES DRAWN MP 3/6/2019 TEIA
Flue 80 Ibs. approx. TOLERANCES: CHECKED MV 360019 TITLE:
. ANGULAR:MACH +  BEND % ENG APPR.
Fireplace Body 150 Ibs. approx. TWO PLACE DECIMAL & AP LAYOUT DRAWING
Total Fireplace Weight 307 Ibs. approx. INTERPRET GEOMETRIC QA
*Each add’l. | ft. of flue pipe weighs: approx. | | Ibs. MATERIAL CF+D SIZE | DWG.No. REV
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CUSTOM ANCHOR OPTIONS AVAILABLE
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VITA ‘ Fireplaces

TEIA | Suspended Fireplace with Vapor-Fire Burner
Product Information

*  Vapor-Fire burner technology

* Realistic flame without heat

* No chimney venting requirements
» Safe to the touch

*  Fueled by regular tap water
(softened/filtered water if required)

* 120Volt I5 Amp-GFCI

* All fireplaces factory Flat Black finish

*  Custom Client finishes are available by request. Sample required.
¢ Heat available, most models

* Dedicated wall switch required for operation

*  Custom anchor options available

WATER SOURCE OPTIONS
OPTION I:

Plumbed-In to main source water line, '/2”
reduced to '/4” factory set connection.

OPTION 2: Removable IL container for manual fill

approx. 8-10 hour burn time.

Recommended: Leak detection sensor for potential leak
management.

Note: Exact measurements may vary +'2”.
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