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Image shown is for illustration purpose and may include some optional features.

LUCIJA| Suspended Gas Fireplace

ICC . Fireplaces have been tested and proved to comply with ANSI Z21.50/CSA 2.22
@ Vented Gas Fireplace. Certified under: ICC-ES PMG-1290
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LUCIJA | Suspended Gas Fireplace
Product Information

¢ Fireplaces have been tested and proved to comply with ANSI e Custom anchor options available at add'l cost.
Z21.50/CSA 2.22 Vented Gas Fireplace. e Enervex Intelli Draft and Damper System.
Certified under: ICC-ES PMG-1290. e 250CFM of make-up air recommended.
¢ Natural Gas or Propane fueled. ¢ The height of the chimney vent must extend a minimum of 2 ft. above
¢ Natural Gas Burner: approx. 34,000 BTUs. the roof exit.
e Propane Burner: approx. 37,000 BTUs. STANDARD PRODUCT WEIGHTS
e 120 Volt 15 Amp required for venting.
e Gas & Electrical connections to be completed on-site at service door. SR. NO. COMPONENT REFERENCE WEIGHT
e 6" ID B-Vent chimney system required. 1 ANCHOR (® 12" x 24" Long) 85 lbs. approx.
¢ All standard fireplaces painted in factory Flat Black finish. 2 FLUE & HOOD 100 Ibs. approx.
o Cust‘om Client finis:hes are a?vailable by rec!uest. Sample required. 3 FIREPLACE BODY 150 Ibs. approx.
¢ Dedicated wall switch required for operation.
¢ All dimensions are in inches. Lg;ﬁt;l'ﬁgﬁ\lj_ACE WEIGHT (FOR 9 FT. CEILING 335 Ibs. approx.
e Exact measurements may vary +1/4". )
¢ Optional decorative chimney cover available at add'l cost. *Each add'l. 1 ft. of flue pipe weighs : approx. 11 Ibs.
*Each add'l. 1 ft. of anchor pipe weighs : approx. 17 lbs.
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CUSTOM ANCHOR OPTIONS AVAILABLE (PLEASE FILL IN THE BLANKS AS PER SITE SPECIFIC DETAILS)

B-VENT CHIMNEY SYSTEM

(SPECIFY IF THE CHIMNEY IS PASSING
THROUGH ATTIC,SINGLE ROOF,
CEILING & ROOF OR DOUBLE ROOF?)
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CEILING & ROOF OR DOUBLE ROOF?)

TOP OF CONCRETE
ROOF

THREADED ROD FOR

SUSPENDING ANCHOR PLATE
FROM CONCRETE STRUCTURE

. 7
===

7,
4

B-VENT CHIMNEY SYSTEM

(SPECIFY IF THE CHIMNEY IS PASSING ~T~
THROUGH ATTIC,SINGLE ROOF,
CEILING & ROOF OR DOUBLE ROOF?)

7
————— e
’

e

TOP OF CONCRETE
ROOF

BOLT ANCHOR SYSTEM

77

/" /|/—SECURING ANCHOR PLATE
- - TO CONCRETE STRUCTURE

TOTAL o o
ROOF/CEILING TOTAL L ‘| 27%" sQ. ANCHOR
THICKNESS 1 ROOF/CEILING « > PLATE
. !: =! 277" SQ. ANCHOR THICKNESS @
-1 O PLATE "
| ]
| ! T } \ T FINISHED CEILING
1 [ T\ FINISHED CEILING ) 1 N\ TRIM COLLAR
7n | LTRIMCOLLAR FINISHED FLOOR 13 (FASTEN TO CEILING)
FINISHED FLOOR 13" ¥ (FASTEN TO CEILING) To l 8"X5" SERVICE DOOR
TO ! 8"x5" SERVICE DOOR FINISHED CEILING / (TO ACCESS GAS AND ELECTRICAL
FINISHED CEILING » (TO ACCESS GAS & ELECTRICAL HEIGHT 5 CONNECTIONS)
HEIGHT CONNECTIONS) " @84" ANCHOR COLLAR
" > </ ] — @ 12" ANCHOR BODY
" (85" ANCHOR c0LLAR/L 12" ANCHOR BODY
@ 8" FLUE PIPE @ 8" FLUE PIPE
|
:éﬁ;ﬁ':ﬁi f/:/zgmsa%:;iﬁ':;i m\fs DISTANCE FROM DISTANCE FROM
h . ADJACENT WALLS——»1¢———ADJACENT WALLS
/FINISHED FLOOR FINISHED FLOOR
. . e
[ ]
OPTION C - SUSPENDED FROM CONCRETE
OPTION D - ATTACHED BELOW CONCRETE
B-VENT CHIMNEY SYSTEM j
(SPECIFY IF THE CHIMNEY IS PASSING e ROOF PLYWOOD PANEL
J—— L —
THROUGH ATTIC, SINGLE ROOF, CEILING, il
& ROOF OR DOUBLE ROOF?)
TOTAL
ROOF/CEILING
THICKNESS
AT CENTER OF L
PENETRATION “ » 27/,"SQ. ANCHOR
" ~ o PLATE
SLOPE/PITCH |
T |: \ T\CFINISHED CEILING
7" q
TRIM COLLAR
13" _+_ co
; (FASTEN TO CEILING)
» 8"x5" SERVICE DOOR
FINISHED FLOOR (TO ACCESS GAS & ELECTRICAL
T0 @85/ ANCHOR COLLA | CONNECTIONS)
FINISHED CEILIN " R R
SHEIGET ¢ 8 @ 12" ANCHOR BODY
. @ 8" FLUE PIPE !
DISTANCE FROM DISTANCE FROM
ADJACENT WALLS—»l«—ADJACENT WALLS
— —/ FINISHED FLOOR
[ ]
OPTION E - SLOPED ROOF FLAT CEILING ANCHOR
DROPPED ON CEILING STRUCTURE
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1II 1II
/ \ -ROOF
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/ \ | FINISHED
' i ' ' 1" 1" CEILING
: CLEARANCE TO COMBUSTIBLES
: : m b : AT CEILING AND ROOF
1" IS 4 1”
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BACKWALL
NOT RECOMMENDED
TO WRAP ANY
COMBUSTIBLE MATERIAL T
AROUND FLUE OR 12"
«— 12" —> 12"» ANCHOR PIPE
—
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o 12 12" — o
n
12"
1" ﬂ%—ﬁ 12" — ] FRONT OF THE FIREPLACE
T TOP VIEW
12" MIN.
l CLEARANCE TO COMBUSTIBLES
FINISHED FLOOR , AROUND FIREPLACE BODY
FRONT ELEVATION CLEARANCE TO COMBUSTIBLES:
l. Minimum 12” from floor to bottom of fireplace.
2. Minimum 12” around the fireplace body and flue pipe.
3. Minimum |” where the anchor passes through the ceiling/roof.
4. Minimum |” around the chimney components.
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TYPICAL VITA GAS ENERVEX ELECTRI

CAL DIAGRAM ENERVEX
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- JUNCTION BOX
DAMPER B-VENT CHIMNEY
SYSTEM W/
BALANCING
\</ DAMPER
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INSTALLED INDOORS ONLY — ROOF SUPPORT
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[
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ENERVEX CONTROL SYSTEM o0
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ACCESSIBLE AREA
(SUCH AS MECHANICAL ROOM)
[a'4
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o
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ENERVEX EAN < 7~
ADC100 0
CONTROLLER
|
"ON" SWITCH
ORRREECNQSTEER TO FIREPLACE
0
/
DEDICATED 120/ s
POWER SUPPLY @) /5
120V 15 amp. |
3-VOLT
TRANSFORMER

120 V
RECEPTABLE

SCHEMATIC ENERVEX SYSTEM

AS PER ENERVEX MANUALS/MEP

REQUIREMENTS

SEE PAGE 11 OF ENERVEX ADC100

MANUAL
NOTE: Dedicated wall switch
required for operation.
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OPTIONAL DECORATIVE CHIMNEY COVER (ROUND)
(STANDARD SIZEUPTO5FT.)  \\iTH DECORATIVE
WITHOUT DECORATIVE CHIMINEY COVER
CHIMNEY COVER POWER EXHAUST
FAN W/
WEATHERPROOF OPTIONAL DECORATIVE —_——
JUNCTION BOX CHIMNEY COVER —_——
AUTSX’:\;\;'ECR B-VENT CHIMNEY (ROUND) N
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PRESSURE >
SENSOR P STORM COLLAR
\ FLASHING W/
ANCHOR ROOF SUPPORT
PLATE & COLD AIR STOP 5 . N 277" sQ.
TOP OF ROOF | ANCHOR PLATE
T | | I I ELECTRICAL &
JOIST SPACE I GAS OPENINGS
, — , FINISHED CEILING . = | (4 PLACES)
A A
J 8"x5" SERVICE DOOR D 12" —» 6" 7" T
a v "
s 5 3
( & 12" ANCHOR ) . AND ELECTRICAL D8J" — - 6"
. CONNECTIONS "
BODY/ ) @8 —>
n 5 n
@ 8" FLUE PIPE @ 84" ANCHOR
. COLLAR
GASLINE_—T | ™=
(34,000 BTUs) \LOW VOLTAGE
ELECTRICAL LINE 57"
FIREPLACE HOOD . 108"
FINISHED FLOOR
TO
FINISHED CEILING
HEIGHT
A B
1 n
D24/ FIREPLACE OPENING 16"
GLASS i
@31%" | X | | | e
(e = = IO | | L
104[1
N 2 ¢
FIREPLACE BODY
@ 7" AIR
OPENING
FINISHED FLOOR
FRONT ELEVATION SIDE ELEVATION

Shown with Standard 9 ft. Flat Ceiling Application & Gas Burner Custom Lengths & Anchor Options Available
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