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AIDAN Wall-Mount | Suspended Gas Fireplace

Assembly
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20 lbs. approx.

180 lbs. approx.Fireplace Body

Mounting Plate

71 lbs. approx.

*Each add’l. 1 ft. of flue pipe weighs: 
approx. 11 lbs.

271 lbs. approx.

Flue & Trim Cover

AIDAN Wall-Mount | Suspended Gas Fireplace
Product Information

•	 Fireplaces have been tested and proved to comply with ANSI
	 Z21.50/CSA 2.22 Vented Gas Fireplace.
•	 Natural Gas or Propane fueled.
•	 Natural Gas Burner: approx. 34,000 BTUs.
•	 Propane Burner: approx. 37,000 BTUs.
•	 120 Volt 15 Amp required for venting.
•	 Gas & Electrical connection to be completed on-site at service door.
•	 6” ID B-Vent chimney system required.
•	 All standard fireplaces painted in factory Flat Black finish.

•	 Custom Client finishes are available by request. Sample required.
•	 Dedicated wall switch required for operation.
•	 All dimensions are in inches.
•	 Exact measurements may vary ± ¼”.
•	 Optional decorative chimney cover available at add’l cost.
•	 Enervex Intelli Draft and Damper System.
•	 Optional Inline Fan with flush terminal available.
	 Inquire for details.

Shown with Standard 9 ft. Flat
Ceiling Application & Gas Burner

AIDAN Wall-Mount
Suspended Gas Fireplace

B-VENT CHIMNEY SYSTEM W/ 
BALANCING DAMPER AND PDS

PRESSUE SENSOR

WALL THIMBLE 

DAMPER COVER

AUTOMATIC DAMPER

POWER EXHAUST FAN W/ 
WEATHERPROOF JUNCTION BOX

TRIM COVER
(FASTEN TO 
FINISHED CEILING)

B-VENT CHIMNEY 
CONNECTION COLLAR

FLUE PIPE

FIREPLACE BODY

WALL MOUNT PLATE

SERVICE DOOR
FOR ACCESSING

CONTROLS GAS BURNER
(34,000 BTUs)

FINISHED CEILING

SUB FLOOR/ROOF

OUTSIDE WALL
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AIDAN Wall-Mount | Suspended Gas Fireplace

Specifications
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Shown with Standard 9 ft. Flat
Ceiling Application & Gas Burner

AIDAN Wall-Mount
Suspended Gas Fireplace

PT

BV

2026-02-06

2026-02-06

108"
FINISHED FLOOR 

TO 
FINISHED CEILING

HEIGHT

 22" 

 281
4" 

 357
8" 

 663
4" 

 8" 

 101
8"  11" 

FIREPLACE OPENING

WALL THIMBLE

SUB-FLOOR/ROOF

FRONT ELEVATION

FINISHED FLOOR

FINISHED CEILING

TOP OF ROOF

PRESSURE SENSOR

A

A

 22" 

 283
8" 

 9" 

 8" 

 55
8" 

 101
2" 

SIDE SECTION VIEW

101
8" TRIM COVER

8" FLUE PIPE

FIREPLACE BODY

WALL (NON COMBUSTIBLE)

FLUE AND FIREPLACE 
BODY CONNECTION

WALL MOUNTING 
BRACKET

ACCESS DOOR

JUNCTION BOX

6" I.D B-VENT CHIMNEY SYSTEM
W/ PDS AND BALANCING DAMPER

AUTOMATIC DAMPER 
W/COVER

LOW VOLTAGE
ELECTRICAL LINE

GAS LINE
(34,000 BTUs)

TRIM COVER
(FASTEN TO CEILING)

POWER EXHAUST FAN 
W/ WEATHERPROOF 

JUNCTION BOX

REPRESENTS 
OUTSIDE WALL

 14" 

 18" 

 83
8" 

 9" 

 131
8" 

FIREPLACE SECURING 
HOLES

LEVELLING MARK
24.5" FROM FLOOR

BRACKET TEETH

MOUNTING SLOTS

HOLE FOR ELECTRICAL LINE HOLE FOR GAS LINE

MOUNTING PLATE - 1/4" THK
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AIDAN Wall-Mount | Suspended Gas Fireplace

CLEARANCE TO COMBUSTIBLES:
1.	 A minimum 12” from front and sides of the fireplace. 
2.	 12” From floor to the bottom of the fireplace. 
3.	 12” From flue pipe to combustible material.
4.	 A non-combustible wall is required for mounting.
5.	 1” From the chimney components.
6.	 1” where the chimney system terminates at wall outlet.

Clearance to Combustibles
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AIDAN Wall-Mount
Suspended Gas Fireplace

 12"  12" 

 12" 

 12"  12" 

 1"  1" 

NOT RECOMMENDED 
TO WRAP ANY 

COMBUSTIBLE MATERIAL 
AROUND FLUE PIPE OR

TRIM COVER
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C

C  12" 

 12"  12" 

SECTION B-B
SCALE 1 : 15

CLEARANCE TO COMBUSTIBLES 
AROUND FIREPLACE BODY

BACKWALL

NON-COMBUSTIBLE WALL REQUIRED 
BEHIND THE FIREPLACE BY OTHERS

DE

SECTION C-C

 1" 

 1"  1" 

 1" 

DETAIL D
SCALE 1 : 8

REPRESENTS WALL

REPRESENTS WALL

CLEARANCE TO COMBUSTIBLES 
AT WALL TERMINATION

 1" 

 1" 

 1" 

 1" 

DETAIL E
SCALE 1 : 10

FINISHED CEILING

CLEARANCE TO COMBUSTIBLES 
AT CEILING/ROOF

CLEARANCE TO COMBUSTIBLES
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AIDAN Wall-Mount | Suspended Gas Fireplace

Electrical Diagram
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AIDAN Wall-Mount
Suspended Gas Fireplace

CHIMNEY SYSTEM

AUTOMATIC DAMPER

ENERVEX POWER EXHAUST FAN W/ 
WEATHERPROOF JUNCTION BOX

WEATHERPROOF 
JUNCTION BOX

PRESSURE 
SENSOR 
PROBE

GAS
LINE

FIREPLACE BODY

WALL

GAS LINE

ALL WIRES MUST BE DIRECTED NO JUMPING NEUTRALS
NOTE: FIREPLACE CONFIGURATION SHOWN HERE IS FOR REFERENCE ONLY. 
PLEASE REFER TO THE PROJECT-SPECIFIC VENTING POSITIONS ON THE 
SUBMITTAL DRAWINGS DURING INSTALLATION.

FINISHED FLOOR

1/4" SILICONE TUBE (6FT. SUPPLIED) FROM PDS-1 SWITCH TO 
PRESSURE SENSOR. ADDITIONAL LENGTH TO BE COVERED 

BY OTHER USING 1/4" COPPER TUBE (BY OTHERS)

LOW VOLTAGE 
FROM ADC100

TO WALL SWITCH
(BY OTHERS)

DEDICATED 
POWER SUPPLY
120V 15AMP.

0
1

120
3 V

LOW VOLTAGE POWER SUPPLY 
TO BURNER CONTROL

LOW VOLTAGE POWER 
SUPPLY TO IGNITION 
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ON/OFF SWITCH
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3X LOW VOLTAGE FROM ADC100 
CONTROLLED PDS-1 SWITCH (BY OTHERS
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DRAFT SWITCH TO BE INSTALLED
INDOORS ONLY
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BE120V FROM ADC100 CONTROLLER TO POWER 
EXHAUST FAN WEATHERPROOF JUNCTION (BY OTHERS

DAMPER

D
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120V FROM ADC100 CONTROLLER 
TO DAMPER (BY OTHERS) 

120 V 
RECEPTACLE 
(OUTLET)

ENERVEX CONTROL SYSTEM
MUST BE INSTALLED INDOOR

ACCESSIBLE AREA (SUCH AS 
MECHANICAL ROOM)

BURNER

120V POWER SUPPLY TO ADC 100 
CONTROLLER (BY OTHERS)

TYPICAL GAS ENERVEX ELECTRICAL 
DIAGRAM FOR HORIZONTAL TERMINATION 

SCHEMATIC ENERVEX SYSTEM AS 
PER ENERVEX MANUALS/MEP 

REQUIREMENTS

SEE PAGE 11 OF ENERVEX 
ADC100 MANUAL

WIRING COLOR CODE
A/T DAMPER RED
POWER FAN GREEN

PDS (PRESSURE 
SENSOR BLUE

BURNER PINK
ELECTRICAL 

CABLES BLACK

GAS LINE ORANGE

PT
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2026-02-06

2026-02-06
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AIDAN Wall-Mount | Suspended Gas Fireplace

Optional Decorative Cover
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Shown with Standard 9 ft. Flat
Ceiling Application & Gas Burner

Custom Lengths Available

AIDAN Wall-Mount
Suspended Gas Fireplace
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SUB FLOOR/ROOF

FINISHED CEILING

FINISHED FLOOR

REPRESENTS WALL

WITHOUT DECORATIVE CHIMNEY COVER

SUB FLOOR/ROOF

FINISHED CEILING

FINISHED FLOOR

REPRESENTS WALL

WITH DECORATIVE CHIMNEY COVER

 ~20" 

 19" 

 19" 

OPTIONAL DECORATIVE CHIMNEY COVER (SQUARE)

OPTIONAL 
DECORATIVE CHIMNEY COVER 

(SQUARE)


