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BELLA | Suspended Hood with Base Gas Fireplace
Product Information

¢ Fireplaces have been tested and proved to comply with ANSI Z21.50/CSA
2.22 Vented Gas Fireplace. Certified under: ICC-ES PMG-1290.

¢ Natural Gas or Propane fueled.

¢ Natural Gas Burner: approx. 53,000 BTUs.

e Propane Burner: approx. 55,000 BTUs.

e 120 Volt 15 Amp required for venting.

¢ Gas & Electrical connections to be completed on-site at service door.

¢ The height of the chimney vent must extend a minimum of 2 ft. above

the roof exit.

Fasten/Secure hearth to the floor.

Minimum 50 sg. in. of ventilation air required for cooling controls.
2 X 1%" conduit's recommended for Gas & Electrical requirements.
Non-combustible floor material required under the fireplace.

e 6" ID B-Vent chimney system required.

STANDARD PRODUCT WEIGHTS

e All standard fireplaces painted in factory Flat Black finish.
e Custom Client finishes are available by request. Sample required.

SR. NO.

COMPONENT REFERENCE WEIGHT

¢ Dedicated wall switch required for operation.

1 Anchor (® 12"x24" Ig.) 85 Ibs. approx.

¢ All dimensions are in inches.

2 Flue (® 8"x67" Ig.) 135 Ibs. approx.

e Exact measurements may vary +1/4".

3 Fireplace Body 275 Ibs. approx.

¢ Optional decorative chimney cover available at add'l cost.
e Custom anchor options available at add'l cost.

Total Firep
(for 9ft. ceiling application)

ace weight 495 |bs. approx.

¢ Enervex Intelli Draft and Damper System.
e 250CFM of make-up air recommended.

*Each add'l. 1 ft. of flue pipe weighs : approx. 11 Ibs.
*Each add'l. 1 ft. of anchor pipe weighs : approx. 17 Ibs.
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